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MEMORANDUM FOBs Ceputy lor Field Activities, OSA 
SUBJECT : I Comsander ' s Report - November 1965 


suggested that the following comments be sent 
concerning subject report: 


Reference Paragraph IV, LOGISTICS : Noted, 

Reference Paragraph V, MAINTENANCE : (Auto-Pilot) 

Since eubaisaion of the Commander's Report all aircraft 
metric ted from auto-pilot flight pending 
resolution of reported problems. Detailed examination 
°J J5* * ystea has disclosed a number of dual gyro 
pxatforas with unacceptable precession characteristics, 
aacn of the platforms examined fell within current 

l° r ®* rvlcaa bility , Gyro drift specifications 

«?!?*!»!! .2 fenced tolerance and the entire 

platform made a 25© hour time change item, 

TIIf!L OC f 11 f atian excur#ion8 of the auto-pilot have 
at approximately twice the rate of roll 

711 iE 18 «*<fe»«ftandable in view of the 
If' a™ three times as many possibilities 

JL P I L XlC deviation * Two of these sources are in 
the platform and the third is the mach sensor. At least 
? of the latter source deviations are attributed 
Is- Pilot-static sensing variations that may be provided 

order to assure the best possible 

som-ffm IrS iaTormation to this sensor, separate 
sources are being supplied. 


*° _*» * basic 


as a 


> I ~ ~ WVVU VJ Uw a 

? h * **!!* *® ar of operation. However, 
loss of 352 and the present series of 

?? f* **! advisabl ® to Provide further protect tor 
to the pilot and aircraft in the form of a 'rate limit 

acceDtmffi^if* '-h T 5 iS unlt wil1 effectively prevent the 

h f rd "'°'. er , type si « nals ^ the auto-pilot. 

In the event such a signal is received, that axis will 
ne disconnected and the pilot given an audible and visual signi 
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fmsk data associated with the auto-pilot program has 
also been found to he deficient in the area of changer* 
required in setting-up the auto-pilot for J-75 powered 
aircraft vs J-§7 models . Additionally, the present 
specifications for both organisational and field level 
testing ox components requires review to assure standards 
compatible with our Mission. 


HD/06AJ 

OiS tri ikrexOTV 


#X - D/FA/OSA 
02 - IDEA/OS A 
#3 - MD/06A 
04 - RB/06A 
#5 - Chrono 


25X1 


A v5 


Act i'jjg uniwx, satenei in vis ion 
OSA-OD/SSsT 


- 2 - 

lOIALIST 

SECRET 

Approved For Release 2002/05/06 : CIA-RDP68B00724R000200300025-0 





